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Introduction
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Å Fishing and fish aquaculture are important 

sources of food for mankind.

Å Worldwide catch have reached limit of 80 Mt due to 

overexploitation. 

Å Aquaculture (considered industry for last 50 years) 

production yielded 47.3 Mt in 2008. 

Å For resource management: Monitoring of fishing 

gear operations and fish habitats is helpful.

Å Can marine robotics help here? 



Introduction
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Å Replaces divers activities ïoperates in

unreachable and dangerous places for a diver

Å Automatization of physical work related to 

fishing and aquaculture

Å Improves research capabilities and efficiency



Marine Robotics
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Å Two types of unmanned marine vehicles: 

Å Autonomous Underwater Vehicle (AUV) 

Å Remotely Operated Vehicle (ROV)

Å Hybrid Vehicles - Merges advantages of ROV and AUV

Å Main difference: ROV is manually operated while AUV is pre-

programmed to autonomously perform missions



Marine Robotics- AUV
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Å Intended to survey large areas

Å Typical application is area survey by 

executing a set of manouvers

resembling a set of parallel lines ïlawn 

mower.

Å Equipped with side sonar, multibeam

sonar, environmental sensors ïoxygen, 

temperature, salinity, turbidity, camera 

(rarely)

Å Need navigation ïaccurate geo-

referencing of targets.



Marine Robotics- ROV
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Å Typical ROV system comprises a vehicle, a tether, a control console 

and a power supply. 

Å Equipment: 

Å Video camera, still camera w/ lights, 

Å Acoustic cameras - multibeam sonars)

Å sensors for navigation: Compass and sometimes, Doppler 

Velocity Log (DVL), Ultra-Short Baseline (USBL) ïused for 

underwater navigation.  

Å Intended for point search ïROV is deployed from the platform

which positions itself above the previously geo-referenced target. 

ROV dives and camera or acoustic camera are used to find the

target. Then, video and still cameras are used for documentation.



Marine Robotics- Trends
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Å Marine robots become less and less expensive

Å As marine robots become smaller, the operational cost drops 

(from EUR 20,000 to EUR 2,000 per day) ïsmaller operational 

platforms, one- or two-men portable systems

Å Lower cost allows more end users to utilize marine robots, 

either for research or for assistance in small business 

activities - ñConsumer market for marine roboticsò

Å Unmanned cooperative platforms

Å Further development both towards more specialized smaller

robots and more flexible robots



Applications
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Å Aquaculture Net Cleaning

Å Trawl Net Following

Å Fish Habitat Monitoring



AcquacultureNet Cleaning
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Å Marine growth build-up on acquaculture nets is one of the

main problem in fish farming. 

Å Lack of oxygen

Å Growth of parasites, bacteria, shellfish, 

Å Heavy nets - risk of net breaking

Å Growth of biofouling depends on location and weather

conditions

Å Biofouling is fought by: Regular mechanical cleaning, 

antifouling paints, chemicals, new materials for nets

Å Mechanical cleaning: high pressure cleaning system, 

large operating platform (ship) ïa lot of men hours and

time.



AcquacultureNet Cleaning
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Growth of biofouling

depends on location

and weather conditions



CommercialRoboticNet Cleaners
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Å Robotic solutions ïYANMAR, Hughes Pumps Ltd, Aqua

Group and Micmarine.

Å Typical system: 

Å ROV with wheels or sled for moving on the net.

Å The robot has to be connected to the ship with

umbilical (power & communications)

Å The robot needs something to press it against the net 

(e.g. a strong perpendicular thruster)

Å high pressure hose and typically, a vacuum system to 

remove floating bio-waste



CommercialRoboticNet Cleaner
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Å Max. Speed 6.2m2/min 

(practical 4m2/min)

Å Weight 150kg


